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Government Regulation 
DAB Broadcaster 

• Radio Band 3 (Upper) : VHF 202 – 230 MHz 
• Network Model : Multiplex 
• Program / Cannal : 16 
• Bandwidth : 1536 kHz
• Receiver : Multimode Chipset (DAB and DRM in on module), on going review. 



DAB in Indonesia 

RRI – DAB+
Frequency : 229,072 Mhz 
cannal  / Program RRI : 
• Pro-1  : local content 
• Pro-2 : Youth 
• Pro-3 : News 
• Pro-4 : Culture 
• Channel 5 : Just Music Top-40
• VOI : Voice of Indonesia 
• Jazz
• Oldies 

JAKARTA
BANDUNG

SURABAYA

Trial since 2014



DAB receivers in Indonesia 

30 – 75 USD
• Car Radio 
• Desk Portable 
• Dongle 
• Car Modul  



Key Challenge
1. Receiver Digital Radio (on going review by government) 

• In-car radio Receiver :  recently 17 million cars unit, 
additional around 1 million unit/year 

• DAB In-car radio will be use in big cities which have 
high transportation traffic. 

• Smartphone receiver : will be challenge to implement, 
couse head to head with music portal which use quota 
of data. 

• Portable receiver, market estimation will more slow 
than in-car receivers, cause of limited and hi cost 
production. 

• Dongle receiver, it’s more simple to implement which 
ease connect to PC. Laptop or other portable device. 



Market Challenge
2. Mux Rental Price for Broadcaster 

• Broadcaster will compare the rental price with self 
investment ini DAB Transmiiter in long period. It’s 
depend also on market / audience acceptance. 

• More Higher the rental cost, more difficult for 
broadcaster switch to DAB. 

3. Product Subtitute >> Digital Media 
• Media digital, especially music platform like: 

spotify, i-tunes etc. will be ‘substitute” / product 
alternative and will be undirect competitor for 
Digital Radio. 

• Free wi-fi Facilities growing very fast, it’s possible 
for user to choose music streaming than Digital 
Radio. 
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